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CCTV SYSTEM
FAS SYSTEM
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CHEMICAL EARTHING FOR
SERVER & LV EQUIPMENTS

-

C.I. COVER HINGED TO C.I. FRAME

BRAZING
600X600X6-GI PLATE

( .

PLATE EARTHING

(SCALE-N.T.S.)

NOTES-:
1 BOLT,NUT,CHECKNUT & WASHERS ARE TO BE OF G.I.
2 THE THICKNESS OF THE C.I. COVER SHALL BE 10MM.

3 ALL DIMENSIONS ARE IN MM.

] l7GR0UND LEVEL
ﬁ% C.l. COVER HINGED TO C.I. FRAME
6 DIAM.S. ROD ’7
/ I GROUND LEVEL
FUNNEL /%
_ 25@ PIPE SLEEVE
N CU STRIP/INSULATE FUNNEL
WIRE AS DETAIL
v SEEDETALA | g 6 SQMM COPPER WIRE
BRICK WORK =
mllm \ v A
¥ [~ SEE DETAIL-A
40X6 CU STRIP / BRICK WORK
V
[20 MM. G.I. PIPE
[FOR WATERING
ALTERNATE LAYER OF
TEIHARCOAL/COKE A AT 50 MM DIA PIPE ELECTRODE
H H _
CHEMICAL FILLED PIPE

EARTH ELECTRODE

BACKFILL COMPOUND

150mm DIA HOLE

DETAIL OF CHEMICAL EARTHING
(SCALE-NTS))

NOTS-:
1 BOLT,NUT,CHECKNUT & WASHERS AER TO BE OF G.I.
2 THE THICKNESS OF THE C.I. COVER SHALL BE T0OMM.
3 ALL DIMENSIONS ARE IN MM.

£

SCREW
gr G.I. CLAMP

MINIMUM OVERLAP
‘ T WASHER AT BOTH SIDE
EARTH STRIP LUMM’ GIBOLT ‘
EARTH STRIP JOINTING

EARTH

ELECTRODE
.@
EE EE
EARTH CONDUCTOR

3000

| o
# = # s NEAREST WALL
LOCATION OF EARTH ELECTRODE
‘ 6 T EARTH STRIP 6 ‘
\17 600 MAX \17
I I
EARTH STRIP FIXING ON WALL
SNO.|EENO.| TYPE CEZELHCTER USAGE
1. | EEA ‘GI' PLATE 16 SQMM CU WIRE | 40 KVA -UPS -1 NEUTRAL EARTHING
2. | EE2. ‘GI' PLATE 16 SQMM CUWIRE | 40 KVA -UPS -1 NEUTRAL EARTHING
3. | EE-3. 'GI' PLATE 16 SQUM CUWIRE | 40 KVA -UPS -2 NEUTRAL EARTHING
4. | EEA4. ‘GI' PLATE 16 SQUM CUWIRE | 40 KVA -UPS -2 NEUTRAL EARTHING
5. | EES. ‘GI' PLATE 10 SQUM CUWIRE |  SERVER & LV EQUIPMENTS
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